























Mad ETL SEMKO

Test: Maximum Load and Elongation
Date: 26-Sep-06 Project No: 3100715
Client: Masonry Technologies
Product: Flat Roli
Conditioning: 24 hours at a temperature of 23 + 2°C and relative humidity of 50 + 5%
Gauge Length: 75 mm
Ramp Rate: 75 mm/min.
Equipment: Instron 8516 loading apparatus (Intertek ID 000568)
Mitutoyo Digital Calipers (Intertek ID 52650)
Treatment: 7 days at a temperature of 80°C
As Recieved - machine direction
. . Breakin Breakin Length at | Elongation
Specimen Width Max Load | Max Load Strengtg Strengtr? brgak at b%eak
{mm) (Ibs) (N) (kN/m) | (Ibs/inch) (mm) (%)
1 12.7 40.5 180.7 14.23 81.0 44.55 59.4
2 12.7 38.4 171.3 13.49 76.8 2555 341
3 12.7 41.4 184.6 14.53 82.8 38.25 51.0
4 12,7 41.0 182.8 14.39 82.0 44.02 58.7
5 12.7 42.0 187.2 14.74 84.0 48.39 64.5
6 12.7 40.7 181.3 14.28 81.3 50.70 67.6
Mean: 12.7 40.7 181.3 14.3 81.3 41.9 55.9
StdDev: 0.0 1.2 5.4 0.4 2.4 9.1 12.1
COV:| 0.0% 3.0% 3.0% 3.0% 3.0% 21.7% 21.7%
As Recieved - cross-machine direction
; ; Breakin Breaking | Length at | Elongation
Spegimen Winth Max Load]| Max Load Strengtf? Strengtr? brgak at bgreak
{(mm) (Ibs) (N) (kN/m) | (Ibs/inch) {(mm) (%)
1 12.7 38.4 171.4 13.50 76.9 515 68.6
2 12.7 37.9 169.1 13.31 75.8 34.4 459
3 12.7 39.9 178.1 14.02 79.9 46.9 62.5
4 12.7 38.5 1718 13.53 iy 47 .1 62.9
5 12.7 37.1 165.3 13.01 74.1 37.5 50.0
6 12.7 38.1 169.9 13.37 76.2 47 .4 63.1
Mean: 12.7 38.3 170.9 13.5 76.7 44 1 58.8
StdDev: 0.0 0.9 4.2 0.3 1.9 6.6 8.8
COV:[ 0.0% 2.5% 2.5% 2.5% 2.5% 15.0% 15.0%
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